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Polypipe Civils Limited is firmly established as the UK's leading manufacturer of
ducfing, drainage and environmental sysfems fo the ulilifies, consfruction, civil O

engineering and agriculfural industries.

POLYPIPE

CIVILS LTD

This brochure is dedicafed fo our duching sysfems and he legend below will assist
in deciding which system is appropriate for your needs. If furfher fechnical
information is required please confact our fechnical department who will be happy

fo assist.

INTRODUCTION K

Our ducfing is available in colours in accordance with recommendalions of he
Nafional Joint Utilifies Group and & wide variefy of prints are available fo suilt the

applicafion.
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TYPICAL INSTALLATION OF A 450 X
450mm ACCESS BOX SUBJECT TO VEHICLE
TRAFFIC

TYPICAL INSTALLATION OF A POLYPIPE
450 X 450mm POLE BOX

COVERS AND FRAMES

Access box covers and frames should
meeffhe requirements of BS EN 124 Class
B1e25. Incarrisgewsays ar ofher localions
where vehicles mau run over access
boxes, heavier grades of cover may be
required.

FOR FURTHER DETAILED
INFORMATION AND NBS
SPECIFICATION CLAUSES PLEASE
CONTACT OUR TECHNICAL OFFICE OR
VISIT OUR WEBSITE
WWW.POLYPIPECIVILS.CO.UK

ACCESS AND POLE BOX INSTALLATION ADVICE

Polypipe Civils Limifed recommends thaf the systems be installed in general
accordance with the Traffic Control Signals Unif (TCSU) specification. Polypipe
BCcess and pole boxes are designed fo meef the requirements of the TCSU,
making insfallafion easy and rouble-free. Local specificalions and requirements
may apply.

Concrefe

Tupe 1 sub-base

Concrefe 'ff

Tupe 1 sub-base

GENERAL
In foorways duching for signal posf cables and linking cables must have minimum cover

depfhs of 450mm and 250mm respechively. The minimum depfhn of coverin carisgeways is

B500mm.

Subjecfolocal duct specification, duchs should be bedded on 100mm of compacied
bedding marerial. Ductlenghs must be confinuous and fully joinfed, with fhe prinfing placed
uppermaoskwhen Iaying. Suifable surround material should also be used fo fill any voids
befween mulliple ducts and should exrend fo 100mm above fhe ducts.

Polypropuylene draw cords should be provided in each duct with no knots or joints and
should exfend a minimum of 1 mefre info each access box.

ACCESS AND POLE BOXES

Ducfs are easily connected o fhe selecfed eniry point. The pre-frepanned section for fhe
size of duct fo be used can be cuf out with a knife or hole saw. The duct should be inserfed
fnrough e opening and cuffo lengfh.

Boxes fhat may be subjecf o fraffic loading are fypically insfalled as illusiraied

ACCESS & POLE BOX INSTALLATION

PAGE14
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ORDERS & INFORMATION

POLYPIPE CIVILS DIVISION

Polypipe Civils Limited Head Office
Union Works, Bishop Meadow Road, Loughborough, Leicestershire, LE11 5SRE
Tel: 01509 615100 Fax: 01509 610215
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POLYPIPE CIVILS LTD SALES OFFICE

Tel: 01509615102 London / Home Counties / East Anglia

—

el: 01509615110 Utilities / North West / North East/ Ireland

Tel: 01508 615133 Scotland

Tel: 01509615125 South West / Midlands / Wales

Tel: 01509615101 Customer Care

—

el: 01509615150 Technical Support line
Fax: 01508 615205 Technical Fax line

Tel: 01509 615126 Estimaling
Fax: 01508 615153 Estimaling Fax line

Fax sales enquiries and orders to: 01509 265945
E-mail sales enquiries: sales@polypipecivils.co.uk

POLYPIPE CIVILS LTD SALES OFFICE - SCOTLAND

2410 London Road, Mount Vernon, Glasgow, G32 8XZ
Tel: 0141 778 8822 Fax: 0141 778 2703

HYDROTUB POLYPIPE S.A.S

Z.A. des Sablons, 13 Chemin des Pelifs Eboulis - 77230 Dammarlfin en Goéle,
France
Tel: (0033) 164025242 Fax:(0033) 164025434

POLYPIPE GROUP HEAD OFFICE

Broomhouse Lane, Edlington, Doncaster, DN12 1ES
Tel: 01708 770000 Fax: 01708 770001

O

POLYPIPE

CIVILS LTD

enquiries@polypipecivils.co.uk

www.polupipecivils.co.uk
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Ridgiduct features include:

- Preferred choice of regional eleclricity
companies

- Low weighlt, flexibile, durable and high
strength

- Good impact resistance, even at low
temperatures

- BBA approved and complies with
BS EN 50086-2-4 and ESI 12-24

- Availablein 1, 2, 3, and 6m lengths
- Available in an alternalive twin wall split

ducl form for easy installation around
exisling cables with minimal change in

RIDGIDUCT POWER

Ridgiductis a twin wall sustem, specifically engineered fo provide a light, yer robusk
glfernalive fo conventional ducling. Ridgiductis manufactured in HOPE and the resulling sfiff,
uefflexible fwin wall structure easily oufperforms alfernalive products. Complimenting the

Ridgiductrange are a selection of fwin wall lona radius drawn bends, manufactured in HOPE.

These are available in most sizes and a range of angles.

Ridgiduct For ESI-12-24

Polypipe Civils is the UK's leading supplier fo fhe power ufilifies. Ridgiduct Power 100mm,
125mm and 150mm camplies fully with he electrical supply indusliry specificafion for ducts,
ESI-12-24. Ridgiduct has been independantly fested and cerfified by fhe BBA o ESI 12-24.

1.D. mm 0.D. mm Length (m) Product Code
100 118 = RB100Xe2
125 148 = RB125X2
150 178 = RB150X2
100 118 3 RB100X3
125 148 3 RB125X3
150 178 3 RB150X3
100 118 6 RB100X6
125 148 6 RB125X6
150 178 6 RB150X6

Ridgiduct Power ESI 12-24 (Non-standard sizes)

Ridgiduct Power ESI 12-24 (Standard sizes)

1.D. mm 0.0. mm Length (m) Product Code
strengfh 94 110 6 RB34x6
Prinfed Electrical Cable Ducft
RIDCICOIL POWER

Ridgicoilis a cailed fwin wall duct, ifs flexibilify eliminates he need for special bends and he
smooth bare has a low co-efficient for ease of cable insfallation.

Ridgicoil Power Duct

0.D. mm 1.D. mm
40 31
50 40
63 50
75 60
90 71
110 94
160 140

Prinfed Electrical Cable Duct

Length (m) Product Code
S0 RC40X50BE
S0 RC50X50BE
S0 RCB3X50BE
S0 RC75X50BE
S0 RCSOX50BE
S0 RC110X50BE
S0 RC160X50BE

POWER K3

Lo

BRITISH
BBA £
AGREMENT

TIFICATE No. 90/RO49

TIFICATE No. 89/2175

ALEDR
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POLYDUCT POWER
Polyductis manufacfured in MDPE or HDPE and is available in both siraight lengths and
coils. Ircan be used for eifher open french or frenchless applicalions.

Polyduct Power

1.D. mm 0.0. mm Length Product Code
BE 37 100m coill PD3237X100BEPE
38 44 100m coil PD3844X 100BEPE
50 60 50m coil PD5060X50BEPE

Some of the advantages of using Polyduct Power are:

- High impact - Exceplional durability
- Ease of use and lransportation - Can be used for frenchless applications
- Flexibility of coiled duct eliminating the - Meels ESI 12-24 requirements

need for special bends

MOLE DUCT
Single wall PVC black duct for frenchless applications.

7T R

Diameter Length Producl Code

50 1573 PVO37X1.5€

75 15 PVO45X1.5€

89 15 PVO55X1.5€
RIDGIDUCT POWER SPLIT BUCT

Ridgiduct Power Splir Ductis mainly used for ducting existing cables.

Ridgiduct Power Split Duct

1.0. mm Pack Qty Length (m) Product Code
100 85 1 RB100X1S
125 46 1 RB125X1S
150 36 1 RB150X1S
100 85 2 RB100X2S
125 46 2 RB125X2S
150 36 2 RB150X2S
100 85 3 RB100X3S
125 46 3 RB125X35S
150 36 3 RB150X3S

SERVICE PROTECTION MARKERS
MDPE file fo ESIT2-23. Unique service markings available subject fo minimum order
quanfifies.

Service Proleclion markers .

Description Length Product Code
150mm width printed “Electric Cables” 40m PPTT150
200mm width prinfed “Electric Cables” 40m PPTT200

Other lengfhs available on request

HOCKEY STICKS

Available fo suitregional elecfricity
companies own specificalions. Details
available on request.
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GENERAL PURPOSE DUCTING

General Purpose UPVC ductand fitfings are a cast effective alrernafive fo higher specificafion
sysfems, for use in light and medium duty applicalions. The products are manufaciured o
fradifionally accepted dimensions bul do nof meet fhe requirements of BS EN 50086-2-4 :
1994, General Purpose ducting is nafsuifable for Highwaus Agency applicafions and will
require a befter standard of insfallation fhan mare robust systems for successiul
performance. All ducts include an infegral sockel and accessories include bends, junchions
and end caps.

General Purpose Ducling

2" 54 1.5-1.7 6 GP2X6B
3" 889 1.8-2.2 6 GP3X6B
4" 14 1.8-2.1 6 GP4XEB
6" 168 2229 6 GPEXEB
8" 200 3.2-36 6 GPBXEB

Ceneral purpose ducting lenafhs include infegral socket.

Please note this product comes in colour grey o black for both pipe and fittings.

SURETWIN

Surefwinis @ non-ceffified frwin wall sysfem which provides a cost effecfive alfernalive fo
conventional systems where @ BBA or ESI duct is nof required. The Suretwin systemis
currently available in 150mm diamefer and meefs he sfiffness and normal dury impach
requirements of BS EN 50086-2-4 : Type 450 compression resisfance only.

Suretwin

150 178 6 36 GPT150X6B

GENERAL PURPQOSE e

PAGET2
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PACET3

DUCTING INSTALLATION

INSTALLATION INFORMATION -
Ridgiduct Twin-Walled High Bensify Polyethulene Bucfing must be installed in
gccordance with fhe general requirements and any addifional site requirements.

The general requirements are fo be in accordance with MCHW, Volume 3, as
shown below.

Ducfing Iaid in depfhs of caver ofher fhan those specified below must be laid in
accordance with fhe procedures described in the confract with fhe Highwaus
Agency (HA).

Ridgiduct must be adequately protrected against deamage from sife canstruction
fraffic and from agricultural or similar cperafions.

When used as ducls for fibre oplic cabling the recommendalions in BS 7718
19396 should be followed.

TYPICAL UNSEALED STANDARD DUCT INSTALLATIONS
TYPE A SHALLOW DUCTS (750 TO 1200 COVER) -

— carisgeway surface

formation level
750
mir N N
#——  sub-base material or mix STE concrete

150

i ——  mixST2 concrefe

E Q__Q_- pipe bedding material fo clause 503

]: °] of the SHW)
100

75 75 —  Ridgiduct

PROCEDURE (UNSEALED) -

Joints are made by a simple push-fif of
ane ductlenafhinfo the coupler
affached fo he adjacentlengfh,
ensuring fhaf he cannection s fully
made.

Inspechion painfs can be made in the
convenfional manner depending
upon he fupe of services fo be
insfalled.

TYPE B DEEP DUCTS (OVER 1200 COVER) -

cariageway surface

formation level

1200
n class 8 lower french fill for capping if

ducls Iaid first

pipe bedding maferial fo clause 503 of
fhe SHW

pipe bedding depth for ducfile iron ducls
pipe bedding depth for PVC-U ducts

MINIMUM CLEARANCE BETWEEN DUCT AND DRAIN -

duct

drain
M Specificalion for Highwau Works

duct

MOTORWAY COMMS INSTALLATIONS
SHOULD BE IN ACCORDANCE WITH
MCHW SERIES 1500, FOR
INSTALLATION DETAILS REGARDING
MULTIPLE DUCT CONFIGURATIONS
AND SEALED SYSTEMS, PLEASE
REFER TO OUR TECHNICAL OFFICE FOR
SPECIFIC ADVICE.
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UTILITIES K

RIDGIDUCT UTILITIES
Available in a range of colours which comply with NJUG classificalions.

Ridgiduct Utilities

94 110 6 RB34x6
100 118 6 RB100X6
150 178 6 RB150X6
225 266 6 RB225X6
300 354 6 RB300X6

Subjectfo minimum order quantifies.  Ofher sizes available.

Ridgiduct Utilities features:

- Low weight, flexibile, durable and high - BBA approved and complies with

strength BS EN 50086-2-4
-> Good impact resistance, even at low - Availablein 1,2, 3, and 6m lengths

temperalures

-> Print oplions available
-> Available from stock

RIDGICOIL UTILITIES

Ridgicail is a sfrong yet fliexible alfernalive fo conventional duching for underaround ufilifies.
Ridaicoil's flexibilify eliminates the need for special bends and the smooth bore has a low
co-efficient of friction for ease of cable insfallalion. Supplied in 50m coils.

Ridgicoil

RC40X50 40 31 50m
RC50X50 50 40 50m
RCE3X50 63 50 50m
RC75X50 75 60 50m
RCSOX50 S0 71 50m
RC110X50 110 94 50m
RC160X25 160 140 25m

Ridgicoil Utilities features:

- Factory installed draw cord and
-> Compliance with EN 50086-2-4: couplings

Type 450N, normal duty impact

resistance -> Optional sealing rings for sealed system

-» Manufactured in polyethylene with - Colours and printing o suit the end use
excellence impact resistance at low application (maybe subject to lead
femperalures limes)

- Long coil lengths for reduced jointing - Low weight, high strength

GAS DUCTING

Single wall corrugated duching for gas pipes. Available in either perforated or unperforated
opfions.

Gas Ducting

60 150 Perforated LDEO150YCAS

Please ensure Uou are using Mis product o the
60 150 Unperfarated UDB0150YGAS correct specification of the end users requirements.
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UPVC SPECIFICATION e

TELECOMMUNICATIONS DUCT -

In addifion fo the Ridaiduct range of twin wall Telecommunications duching, Palupipe Civils
manufacfures a range of specialist UPVC Telecommunications duching sustems,
manufacfured in accordance with dimensions and perfarmance requirements fried and
fesfed by fhe felecammunicafions indusiry.

UPVC Green Cable TV Duct

49 54 155-1.70 6 - TDS4XE0

485 54 2.5-2.75 6 BSENS0086  TD54/25X66

90,5 96.5 2.8-3.0 6 BSENS0086  TDS0/28XE60 P

= EE = = EEENCTRES — e Telecommunicalions duct features

include:

-> Durable, high quality construction

UPVC Grey Duct - Low coefficient of friction for easy cable
49 54 1.55-1.70 6 - TD54X6CR -» Ashort 54mm branch on swept tees for

S0 965 3032 & BSEN 50086 TOSBXBOR Irouble-free installation in congested

footways

UPVC Black Duct

49 54 1.55-1.70 6 = TD54X6B
S0 S6.5 3032 6 BSEN 50086 TDSEX6B

UPVC Telecommunications Ducts include integral socker

Telecommunications Ducts are available in black, arey and green as standard. Ofher colours
are available on request subject o minimum order quanfifies and lead fimes.

DUCT REPAIR KITS =
Compaonenfs for repairing seclions of damaged duct.

Duct I?epaw Kits

86.5mm Duct RepairKir 05 DRKOS6 \

Duct Repair Kits features include:

- Availablein 0.5, 2 and 3m lengths

- Easy installation

- Assembly instructions supplied
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RIDGIDUCT COMMS -

Polypipe Civils is able fo offer Ridgiduct
Comms 84, 100 and 150mm as a sealed
sysfem specifically designed for moforway
communications applications. Ridaiductis
fully infegrated with Polypipe access boxes.
(Refer fa Lighting section).

Ridgiduct Comms fealures include:
- Type 450, normal duty

- P47 rated sealed system

- BBA cerlified as a fully sealed system

-> Cerlified to BS EN 50086-2-4 and meels
the requirements of MCHW 1530

-> Print oplions available

- Available in 6 and 12m lengths to
minimise the number of joints

Ridgiduct Comms

I} MOTORWAY COMMS K

Purple moforway duck 94 B RBI4XEPMCPPE
100 6 RB 100X6PMCPPE
150 6 RB 150X6PMCPPE
94 = RBI4X12PMCPPE
100 2 RB 100X 12PMCPPE

Conforms to Highways Agency Specificafion for sealed sustems.

BRITISH
BOARD OF
AGREMENT

CERTIFICATE No. 90/RO49

Prinfed Moforway Comms/Power

Also available in black. Please confact us for further information.
Printopfions available. Please sfate requirements when ordering.

POLYDUCT COMMS -

Polyductis manufactured in MDPE or HDPE
andis available in cails. If can be used for
eifher open french ar frenchless
applicafions.

Polyduct Comms

60 50 PD5060X50P
107 g7 PDS7107X50P

The above ducfing is made fo order and is subject fo minimum arder quantifies and lead fimes.

50m coil
50m coil

Also available in other lengths.

Features include:

- IP47 rated sealed system

- Two part plug allows for rapid fitting,
both new and refrafit

-> Integral air fest valve

- Design resists ejeclion from the duct

- All 4 ports can be ufilised by the use of
an addifional draw cord bracket

COMTITE TRANSIT SYSTEMS -

Comlfife duct plugs, when used in conjunclion with fhe insertfable cable grommets, ensures full
compliance with the requirements of Series 1530 of the Highways Agency Specificafion for
Highway Works and is the only fransif system accreddifed by the BBA far motorway comms.
When used with Ridaiductif completes a cerlified sealed sysfem.

Comtite

DP94 S4mm plug
DP100 100mm plug
DPGCO Blanking grommef with rope affachment poink
DPCS Smm grommef
DPC 12 12mm grommer
DRG 14 14mm grommer
DPGC 16 16mm grommer
DPGC 18 18mm grommer
DPG2I 21mm grommer
DPGe4 24mm grommer
DPRG27 27mm grommer
DPGSx4 4x9mm grommer
DPGSx7 7x8mm grammer
DPRAB -brackefr for rope affachment

CERTIFICATE No. 90/RO49 & 892175

Patenrpending
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RIDGICOIL COMMS -
Ridgicailis a coiled rwin wall duct, ifs flexibilifu eliminates the need far special bends and the

smoolh bare has a low co-efficient of friction far ease of cable installation.

Ridgicoil Comms

RCE3X50PMCP 63 50 50m
RC110X50PMCP 110 94 50m

Ridgicoil Comms features:
- Long coil lengths for reduced jointing
- Compliance with EN 50086-2-4:

MOTORWAY COMMS K

Tupe 450N, normal duty impact -> Factory installed draw cord and
resistance coupling
-> Manufactured in polyethulene with -> Optional sealing rings for sealed system

excellence impact resistance at low
femperalures - Low weight, high strength

DUCT SPACERS -

High quality injecfion moulded spacers are available fo secure mulliple installalions of all 94
and 100mm dismeter duclts.The unique modular designs enables multiple configurafions fo
be assembled. Buck spacers comply with ihe requirements of MCHW 1530.

Ducl Spacers

2 wau DuctSpacer (fo suit 110mm 0.0)) g4 RBS 110x2
4 way Duct Spacer (fo suif 110mm 0.0.) g4 RBS110x4
6 way Duct Spacer (fo suif 110mm O.0. g4 RBS110x6
2 wau DuctSpacer (fo suit 118mm 0.0.) 100 RBS 118x2
4 way DucfSpacer (fo suif 118mm 0.0 100 RBS118x4
6 way Duct Spacer (fo suif 118mm 0.0) 100 RBS 118x6

DRAW CORD -
Manufactured from high qualify polupropulene to a nominal breaking sfrenght of SkN.

Draw Cords

&mm Dia. x 220m DCe220 160
6mm Dia. x 500m (wooden drum) DC500 72

SPECIAL NOTE FOR APPLICATIONS SUBJECT TO HIGHWAYS AGENCY REQUIREMENTS —>

IFshould be noted thata number of versions of the Manual of Confract Documenits for Highway
Warks are in use and individual confracts can be subject fo substantial variafion. Suifabiliry
should alwaus be checked with the overseeing organisation. Products selected should be
BBA approved or meef the requirements of Table 5/2 unless exceplional requirements
demand an alfernalive. If should also be nofed thal there are differences befween
requirements for ducts in Series 500 and 1500 of the Specificalion for Highwau Waorks.

PALEDS
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RIDGIDUCT LIGHTING -

Ridgiductlighfing is a twin wall low weight flexible duct system, specifically manufactured in
arange foruse in sfreet lighting and Iraffic signals applications. A full range of access and
junction boxes, bends, reducers and adaplors complefes he system.

I} LIGHTING [ &

94 110 Bm RB34XB0(SL or TS)
100 118 Bm RB100XB0(SL or T9)
150 178 Bm RB150XB0(SLorT9)

Ridgiduct Lighting features include:

- Impact resistance, even af low -> Flexible in applicalion, with @ minimal BB BOARD OF |
temperatures requirement for special bends CERTIFICATE No. SORO19 & 89/2175
- BBA approved and complies with -> Available with print oplions for fraffic
BS EN 50086-2-4 signals and street lighting

POLYDUCT LIGHTING =
Polyductligiing is a single wall alfernative fo fwin wall ducts. Manufacfured in crange MDPE

or HDOPE. If can be used in either open french or frenchless applicalions.

60 50 5 6 PDS060XB0(TS or SU
63 56 35 6 PDS663X60(TS or SU
107 97 5 6 PD3S7107X60(TS orSU

Available with sfreeflighting or fraffic sianal print. Please specifu with order.

RIDGICOIL LIGHTING -
Ridaicoil's flexibilify eliminates the need for special bends and the smooth bore has a low
co-efficient offricfion for ease of cable installafion.

RCB5X500 (SL or TS) 63 50 50m
RC110500 (SLarTS) 110 94 50m

Ridgicoil Lighling features:
- Long coil lengths for reduced jointing

- Compliance with EN 50086-2-4:
Type 450N, normal duty impact - Factory installed draw cord and
resistance coupling

LIGHTING IN SCOTLAND -

Lighfing in Scofland has specific
requirements and for this purpase Palypipe
Civils manufacture a single wall
polypropulene ductrange.

100m coll 60 53 SSLE0X100P
40m call 100 90 SSL100X40P

Purple as standard. Ofher colours available on request. Minimum order 50 coils.

PAGCEDB
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LIGHTING |

ACCESS BOXES -
Polypipe Civils offers & comprehensive range of 5 duct access boxes in single, double or

friple height unifs.

Access Boxes

AC2902751 290x275 Single Unir -~ 300 325 310 390 375
AC4503001 450x300 Single Unit 300 485 335 550 400
AC4503002  450x300 Double Unit 6540 485 335 550 400
AC4503003  450x300 Triple Unif 980 485 335 550 400
AC4504501 450x450 Single Unit 300 470 470 550 550
AC4504502  450x450 Double Unit 6540 470 470 550 550
AC4504503  450x450 Triple Unif 980 470 470 550 550
ACB004501 B500x450 Single Unit 300 635 485 700 550
ACB004502 6500x450 Double Unit 6540 635 485 700 550
ACB004503  B500x450 Triple Unif 980 635 485 700 550
ACB006001 B500x600 Single Unit 300 635 635 700 700
ACB006002 6500x600 Double Unit 6540 635 635 700 700
ACB006003  6500x600 Triple Unif 980 635 635 700 700

*The clear opening for boxes is greater than the clear opening for frames. See the relevant fables for
detlails of clear openings of frames.

Access box features include:

- Robust, single-piece injection or -> Provision of guaranteed cover fo the
rotational mouldings ducling of 450 or 750mm for double
and triple height units
-> High strength, structured wall construclion
- Modular construclion, allowing access

- Manufactured in impact resistant boxes to be used as rising seclions as
polyethylene for installation in all required
conditions

- Pre-tfrepanned points of enlry fo
- Corrosion free and chemical resistant accommodate 54,63, 110 and 118mm
material oulside diameter ducling, covering the
full range of products in the industry
=> Ultraviolet light resistant material,

suitable for extended storage periods -> Supplied black as standard, other
colours may be available subject to
-> Light, easy to handle, transport and order quantity and lead limes
install

POLE BOXES -

The range of 4 pole boxes is available in 290x275mm and 450x450mm sizes,
incorporating infegral housings for 114 and 140mm poles and are manufactured from
polyethylene. The pole box provides 450mm depth of cover as stendard, exfendable if
required using modular access boxes as rising sechions.

Pole Boxes

PB2S02751 290x275 640 325 310 680 400 114
PB2S02752 290x275 640 325 310 680 400 140
PB4504501 450x450 640 470 470 875 600 114
PB4504502 450x450 640 470 470 875 600 140

*The clear opening for boxes is greafer than fhe clear opening for frames.
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Perfarmance

In fesfs the unique anfi-slip composife
covers achieve a SRV (Skid Resistance
Value) farin excess of minimum limits sef by
fhe Couniry Surveuyaors Sociefy working
party dala callection unif 1-96.

COMPOSITE COVERS —>

New advanced skid resistance compasife covers are available for fhe range of access, pole
and signal boxes. Manufacfured in high strength, fibre-reinforced polyester resin and fo BS
EN 124 Class B125.

Composite Covers

CC290275 290x275
CC450300 450x 300
CC450450 450x450
CC600450 600x 450
CC600600 600x 600

- Locking systems also available

Skid Resistance Values

Dry Tesf SRvV87
Wel Test SRV76
Equilibrium Wetr Test SRVE4

Frame sold separately

GALVANISED STEEL COVERS —>
Calvanised steel covers and frames are manufactured o the FACTA (Fabricaled Access
CoverTrade Associafion) Class B specification, equivalentto BS EN 124 Class B125.

Galvanised Steel Covers & Frames

GCF2S0275 290x275
GCF450300 450x300
GCF450450 450x450
GCFBE00450 600x 450
GCFB00600 600x600

Tupical places of installation include areas subject fo slow moving wheelloads, including footwaus,

pedestrian areas, car parks and verges.

DUCTILE IRON COVERS & FRAMES —>»
Ductile iron access box covers are manufactured fo BSEN 124 Class B125.

Duclile Iron Covers & Frames

DCF450450 450x 450 100
DCFE00450 600x 450 60
DCFE00600 6500x 600 60
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